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The data contained herein are the result of technological research by our laboratories and are given for informative purposes only. We exclude any liability deriving from the 
incorrect choice or application of the product and from the lack of the necessary precautions, which should be carefully checked by the user.  
For information, please contact our Technical Dept. on no. +39 02924361 
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Release Plus 2701 
Release agent for sulfur solidification plants, developed in exclusivity for: 

SBS Steel Belt Systems Srl – Via E. Mattei 3, 21040 Venegono Inf. VA – Italy. 
Ph +39 0331 864841. – www.steelbeltsystems.com 

 
 
 
DESCRIPTION OF THE PRODUCT 
Product designed for sulfur solidification plants from 
liquid to solid pastilles with the SBS “Accudrop” 
systems, it improves the detachment of the product from 
the steel belt. The release agent is formulated with 
silicone derivatives suitable to be easily emulsifiable 
and/or dispersible in water. 
It resists high temperatures and is solvent-free. 
 
 
USE 
It is used as release agent on solidification plants for 
molten liquid sulphur to solid pastilles in granular form. 
 
 
INSTRUCTIONS 
Dilute with water at a variable rate according to needs. 
 

Application Process Bath Spray 
Release plus 2701 1-2 % 3-6 % 

For a better dilution use hot water (about 40 °C) 
 
 
TECHNICAL FEATURES 

Nature Polysiloxane polyetere modified 
Appearance viscous liquid 
Color colorless 
Odor odorless 
Density at 25°C 1.04 g / ml 
Cloud point 40-44 ° C 
% active substance 100% 
Viscosity 2000 mPa.s 
Ionic characteristic Non-ionic 

 

 
 
STORAGE 
2 years for intact, unopened packages stored in 
warehouse at temperature ≤ 15°C 
 
 
PACKAGES 
Plastic drum Code 7969 net weight 20 kg  
Plastic drum Code 7968 net weight 120 kg  
Plastic IBC tank Code 7972 net weight 1000 kg 
 
 
NOTES 
About safe use, see the Material Safety Data Sheet for 
more information on product 
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